
APPENDIX B

TABLE B2 - THOROUGHFARE PLAN STREET TABULATION AND RECOMMENDATIONS

PRACTICAL
JACKSON COUNTY DIST RDWAY ROW CAPACITY 1992 2015 RDWAY ROV

FACILITY AND SECTION (MI) (FT) (FT) (VPD) ADT ADT (ULT) (UL]

NC 107:
SOUTH CAROLINA -

SCL CASHIERS 6.53 18 60 8,000 1,200 2,650 ADQ AD(
SCL CASHIERS - SR 1112 1.19 18 60 8,000 3,700 7,100 24 ADC
SR 1112 - US 64 0.58 18 60 8,000 4,900 11,200 36 10(

US 64 - SR 1141 0.30 18 60 8,000 5,500 12,150 36 10(
SR 1141 - NC 281 14.32 18 60 8,500 3,600 7,100 24 ADC
NC 281 - 2 .96m N OF

NC 2 81 2.96 20 60 11,000 1,200 2,400 24 ADC
2 .96m N OF NC 281 -

3 .3m N OF NC 281 0.34 24 60 13,000 3,000 6,200 ADQ ADC
3 .3m N OF NC 281 -

3 .63m N OF NC 281 0.33 20 60 11,000 3,000 6,200 24 ADC
3 .63m N OF NC 281 -

SR 1001 1.81 24 100 13,000 3,000 6,200 ADQ ADC
SR 1001 - .39m N OF

SR 1001 0.39 24 100 13,000 6,600 13,000 48(B) 20C

.39m N OF SR 1001 -

SR 1330 0.28 48 100 50,000 6,600 13,000 ADQ ADC
SR 1330 - 4.03m N OF 160-

SR 1330 4.03 48 300 50,000 15,400 34,000 ADQ ADC
4.03m N OF SR 1330 -

NC 116 0.14 64 100 39,400 19,600 38,700 72(E) 11C

NC 116 - SYLVA PLAN. 1.63 52 80 37,100 22,800 40,250 72(E) 11C
BOUNDARY

NC 116:
US 23 - .85m E OF

US 23 0.85 20 60 9,500 2,500 4,400 24 ADC
.85m E OF US 23 -

2 .18m E OF US 23 1.33 20 100 9,500 2,700 4,750 24 ADC
2 .18m E OF US 23 -

SR 1359 0.29 22 100 11,500 3,500 6,900 ADQ ADC
SR 1359 - SR 1509 1.30 20/22 100 9,500 4,400 10,000 ADQ ADC
SR 1509 - NC 107 0.47 36 100 21,400 7,600 16,800 ADQ ADC

NC 215:
TRANSYL CO - TRANS CO 0.53 20 60 11,000 150 2,000 ADQ ADC

NC 281:
NC 107 - SR 1756 8.38 20 100 11,000 470 1,050 ADQ ADC
SR 1756 - TRANSYL CO 4.99 16 60 7,000 160 600 TIP Til
TRANSYLVANIA COUNTY--
TRANS CO - TRANS CO 1.00 20 120 11,000 200 1,000 ADQ ADC

PRACTICAL CAPACITY defined as the Level of Service as set for the speed
conditions used in Table 8

.

VPD - Vehicles per Day; ADT - Average Daily Traffic; ULT - Ultimate
ROW - Right of Way; ADQ - Adequate; TIP - Transportation Improvement Proc
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